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AMENDMENTS TO THE SPECIFICATION 



Please add the following new Paragraph before the Field of the Invention Paragraph 
of Page 1 . 

- CROSS-REFERENCE TO RELATED APPLICATIONS 
This application is a National Stage of International Application No. 
PCT/AU03/00204, filed February 19, 2003; which claims priority to Australian Patent 
Application No. PS0628 filed on February 20, 2002. The disclosures of the above 
applications are incorporated herein by reference. - 

Please replace paragraph 3 on Page 2 (and continued on Page 3) with the following 
rewritten paragraph: 

- In its broadest form, the invention is said to reside in a pivot assembly connecting 
the minror head and mirror mounting bracket of a rear vision mirror comprising: 
a spigot, 
a plate, 

an aperture in the plate journalled to the spigot, 

a detent an-angement between the plate and spigot that changes from a locked 
position, where the plate is held with respect to the spigot, to a disengaged position by 
rotation of the plate with respect to the spigot, 

a spring acting against the detent arrangement to hold it in the locked position, the 
spring yielding to allow the detent arrangement to move to a disengaged position as the 
plate is rotated with respect to the spigot, 
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attachment moans on both the spigot and plate that allows the spigot to be secured 
to either one of the mirror head or the mirror mounting bracket and the plate to be secured 
to either one of the mirror head or the mirror mounting bracket to enable the mirror head to 
be held, or rotated with respect to the mirror mounting bracket, and 

stop fneafis portion associated with the spigot and adapted to engage with either the 
mirror head or the mirror mounting bracket to limit rotation of the mirror head with respect to 
the mirror bracket.- 

Please replace paragraph 5 on Page 3 (and continued on Page 4) with the following 
rewritten paragraph: 

The stop moans portion may comprise at least one projection mounted to the 
spigot which when the pivot assembly is mounted between a mirror head and mounting 
bracket engages against the mirror head and which on rotation engages against the stop 
arrangement on the mirror head. The projection or projections may travel in semicircular 
tracks in the mirror head during rotation. The semicircular tracks terminate at each end in 
the stop arrangement." 

Please replace paragraph 1 on Page 13 with the following rewritten paragraph: 
- As can be seen in Fig 9 when the mirror is in its normal position, the stop means 

31 are positioned in the track 30 in such a manner so that the mirror head 1 1 can move in 

either direction with respect to the mirror bracket 12.- 
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